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1. IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND THE 
MANIFACTURING COMPANY 

 
1.1 Product identification 
Trade names and synonyms: Sanacet 15 
Chemical name: peracetic acid 15%. 
Unique identification code UFI: U910-H0T6-N001-K45G 
 
1.2 Relevant identified uses of the substance/mixture and uses not recommended: 
Aqueous solution of oxidizing and bleaching agents  
Industrial uses [SU3] 
Professional uses [SU22]  
Washing and cleaning products (including solvent-based products)  
Uses not recommended: do not use for uses other than those indicated. 
 
1.3 Information about the supplier of the safety data sheet 
essedielle srl 
S.P. 538 km. 6,950 - CALDARI 
66026 ORTONA (CH) 
ITALY 
Phone: +39 (0) 85 9031315 
Qualified persons responsible for the safety data sheet: laboratorio@essedielle.com 
 
1.4 Emergency telephone number: essedielle srl +39 (0) 85 9031315 – 0039 3668134126 

  Poison Control Center 
               S.S. Annunziata Hospital – Chieti +39 0871 1551219 

2. HAZARD IDENTIFICATION 
 
2.1 Classification of the substance or mixture 
Criteria EC Regulation 1272/2008 (CLP):  
Pictograms: GHS02, GHS05, GHS07, GHS09 
Class and hazard category codes: Org. Perox. D, Acute Tox. 4, Skin Corr. 1A, STOT SE 3, Aquatic 
Chronic 1 
Hazard indication codes:  
H242 -Risk of fire by heating.  
H302+H312+H332 Harmful if swallowed, in contact with skin or if inhaled  
H314 Causes severe skin burns and serious eye injury. 
H335 May irritate the respiratory tract.  
H410 Very toxic to aquatic organisms with long-lasting effects. (Acute Toxicity Factor M = 0) 
Product is unstable and may ignite upon contact with heat sources. 
Harmful product: do not ingest, inhale or put in contact with skin; 
Corrosive product: causes severe skin burns and serious eye injury. 
Product, if inhaled, causes respiratory tract irritation. Product is dangerous to the environment 
because it is very toxic to aquatic organisms with long-lasting effects 
 
2.2 Label elements 
Symbols: 
 

 
GH SO9 

HAZARDOUS 

 
GH SO2 

INFLAMMABLE 

 
GHS 07 

HARMFUL IRRITANT 

 
GHS05 

CORROSIV 

mailto:laboratorio@essedielle.com
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FOR THE ENVIRONMENT  

   
Labeling in accordance with Regulation (EC) No. 1272/2008: 
Pictograms, warning codes:  
GHS02, GHS05, GHS07, GHS09 – Danger 
 
Hazard indication codes:  
H242 Heating Fire Hazard 
H302+H312+H332 Harmful if swallowed, in contact with skin or if inhaled 
H314 Causes severe skin burns and serious eye injury 
H335 May irritate the respiratory tract 
H410 Very toxic to aquatic organisms with long-lasting effects. (Acute toxicity M-factor = 0)  
 
Additional hazard statement codes 
EUH071 Corrosive to the respiratory tract 
 
Cautionary statements:  
Prevention  
P220 Keep/store away from combustible materials, amines, acids and alkalis especially if in 
concentrated form, liquid oxygen, nitric acid 
P260 Do not breathe vapors/aerosols 
P280 Wear protective gloves/protective clothing/protect eyes/face.  
Reaction  
P301+P330+P331 IF INGESTION: rinse mouth. DO NOT induce vomiting. 
P303+P361+P353 IF ON SKIN (or hair): remove all contaminated clothing immediately. Rinse 
skin/take a shower 
P304+P340 IF INHALED: Transport the casualty to fresh air and keep at rest in a position 
conducive to breathing 
 
Contains: PERACTIC ACID, PEROXIDE HYDROGEN Contains (EC Reg.648/2004): 15% < 30%.  
Oxygen-based bleaching agents 
 
2.3 Other hazards 
The substance/mixture does NOT contain PBT/vPvB substances according to Regulation (EC) 
1907/2006, Annex XIII The use of this chemical agent entails the obligation of "Risk Assessment" 
by the employer according to the provisions of Legislative Decree No. 81 of April 9, 2008. Workers 
exposed to this chemical agent do not have to be subjected to health surveillance if the results of 
the risk assessment show that, in relation to the type and quantity of hazardous chemical agent 
and the manner and frequency of exposure to this agent, there is only a "Moderate Risk" to the 
health and safety of workers and that the measures provided in the same Dlgs. Are sufficient to 
reduce the risk. 

3. COMPOSITION/INGREDIENT INFORMATION 
 
3.1 Substances 
Information not relevant. 
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3.2 Mixtures 
 

Substance Concentration Classification CAS EINECS REACH 
HYDROGEN 
PEROXIDE 

> 20 <= 30% Ox. Liq. 1, H271; 
Acute Tox. 4, 

H302; Skin Corr. 
1A, H314; Acute 

Tox. 4, H332; 
STOT SE 3, 

H335; Aquatic 
Chronic 3, H412 

7722-
84-1 

231-765-
0 

01-2119485 845-
22-XXX X 

ACETIC ACID > 10 <= 20% Flam. Liq. 3, 
H226; Skin Corr. 

1A, H314 

64-19-7 200-580-
7 

2119475 328-30-
XXX 

PERACETIC 
ACID 

> 10 <= 20% Flam. Liq. 3, 
H226; Org. 

Perox. D, H242; 
Acute Tox. 4, 
H302; Acute 
Tox. 4, H312; 
Skin Corr. 1A, 

H314; Acute Tox. 
4, H332; Aquatic 

Acute 1, H400 

79-21-0 201-186-
8 

01-2119531 330-56-
XXX X 

 

4. FIRST AID MEASURES 
 
4.1 Description first aid measures 
In case of inhalation: aerate the environment. Remove the patient from the contaminated 
environment immediately and keep the patient at rest in a well-ventilated environment. CALL A 
DOCTOR. 
In case of skin contact: remove contaminated clothing immediately. Immediately wash areas of 
the body that have come in contact with the product, even if only suspected, with plenty of 
running water and soap if necessary.  
In case of eye contact: wash immediately and thoroughly with running water, with open eyelids, 
for at least 10 minutes; then protect the eyes with dry sterile gauze. Seek immediate medical 
attention. Do not use eye drops or ointments of any kind before examination or advice from an 
ophthalmologist.  
In case of ingestion: non-hazardous. Activated charcoal in water or medicinal mineral vaseline 
oil can be administered. 
 
4.2 Main symptoms and effects, both acute and delayed 
No data available. 
 
4.3 Indication of any need for immediate medical attention and special treatment 
Contact an ANTIVENITION CENTER or a physician immediately. 

5. FIRE-FIGHTING MEASURES 
 
5.1 Extinguishing means 
Suitable extinguishing means 
Water spray, CO2, foam, chemical powders depending on the materials involved in the fire. 
Extinguishing media that should not be used for safety reasons 
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Water jets. Use water jets only to cool container surfaces exposed to fire. Water is not effective in 
extinguishing fire. However, it can be used to cool closed containers exposed to flame preventing 
bursts and explosions. 
Among the NOT suitable extinguishing media: organic compounds, halogens. 
 
5.2 Special hazards from combustion products 
The product, if involved in significant quantities in a fire, can greatly aggravate it. Avoid breathing 
in the products of combustion. NON-FLAMMABLE product. 
High temperatures cause development of Oxygen which fuels combustion. 
 
5.3 Recommendations for fire suppression operators 
Use respiratory protection. Safety helmet and full protective clothing. Water mist can be used to 
protect people engaged in extinguishing. It is also advisable to use self-contained breathing 
apparatus, especially, if working in closed and poorly ventilated places and in any case if using 
halogenated extinguishing agents (fluobrene, solkane 123, naf etc.). Cool containers with water 
jets. 

6. MEASURES IN CASE OF ACCIDENTAL RELEASE 
 
6.1 Personal precautions, personal protective equipment and emergency procedures 
For those not taking direct action: move away from the area surrounding the spill or release. Do 
not smoke. Wear mask, gloves and protective clothing.  
For direct interveners: eliminate all open flames and possible sources of ignition. Do not smoke. 
Provide adequate ventilation. Evacuate the danger area and, if necessary, consult an expert. 
 
6.2 Environmental precautions 
Contain spills with soil or sand. If the product has run off into a watercourse, sewage system, or 
has contaminated soil or vegetation, notify the appropriate authorities. Dispose of the residue in 
accordance with applicable regulations. 
 
6.3 Methods and materials for containment and remediation 
For containment: quickly collect product while wearing mask and protective clothing. Collect the 
product for reuse, if possible, or for disposal. If possible, absorb it with inert material. Prevent it 
from entering the sewage system. 
For cleanup: after collection, wash the affected area and materials with water. 
 
6.4 Reference to other sections 
See also paragraph 8 and 13. 

7. HANDLING AND STORAGE 
 
7.1 Precautions for safe handling 
Avoid contact and inhalation of vapors. In inhabited rooms do not use on large areas. While 
working, do not eat or drink. See also section 8 below. 
 
7.2 Conditions for safe storage, including any incompatibilities 
Keep in the original tightly closed container. Do not store in open or unlabeled containers. Keep 
containers upright and secure, avoiding the possibility of dropping or bumping. Store in a cool, 
well-ventilated place at a temperature below 30°C, away from any source of heat and direct 
exposure to sunlight. 
 
7.3 Specific end uses 
Industrial uses: handle with extreme caution. Store in a well-ventilated place and away from heat 
sources.  
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Professional uses: handle with caution. Store in ventilated place and away from heat sources, 
keep container tightly closed. 

8. EXPOSURE CONTROL/INDIVIDUAL PROTECTION 
 
8.1 Control parameters 
Related to contained substances: 
HYDROGEN PEROXIDE: ACGIH - OEL-TWA 1.40 mg/m3 1.0 ppm 
ACETIC ACID: ACGIH - OEL-TWA 25.0 mg/m³ 10 ppm 8h  
PERACTIC ACID: MAK: Carcinogenicity class: 3B; (DFG 2004). MAK (DE): 1 mg/m³ STEL/C 0.4 
 
8.2 Exposure controls 
 

 
 
Appropriate engineering controls 
Industrial uses: no specific control provided (act according to correct practice and specific 
regulations provided for the type of associated risk)  
Professional uses: no specific control provided (act according to correct practice and specific 
regulations provided for the associated type of risk) 
 
Eye protection 
It is recommended to wear a hooded visor or protective face shield combined with airtight 
goggles (ref. standard EN 166). 
 
Skin protection 
Wear clothing to fully protect the skin when handling the pure product. 
 
Hand protection 
Waterproof and chemical-resistant protective gloves (EN 374). Consider that due to various 
factors, such as temperature and conditions of use, the permeation time may vary from what is 
stated in the standard. Use gloves made of butyl rubber (0.5 mm > 8h), vinyl, nitrile, Neoprene.  
Check their condition before use. Avoid contact with eyes and skin. Wear appropriate protective 
gloves when handling and check their condition before use. Gloves should be replaced 
immediately if degradation is noticed. 
Remarks: wash the skin thoroughly after contact. 
 
Respiratory protection 
EN 141 Gas/Vapor Filters.  Avoid inhalation of vapors and use only in well-ventilated areas. Use self-
contained breathing apparatus or masks with type "A" filter during emergency response. Under 
normal conditions of use and under the conditions expected for use of the product, a respirator 
is not required. In some situations, such as spray application in industrial settings, respiratory 
protection (e.g., face mask with NO-type cartridge) is required. Check exposure scenarios.  
In case of insufficient ventilation and/or In case of short and minimal exposures use mask, wear 
appropriate respirator (respirator with Filter A.): European Cartridges multipurpose type 
(A2B2E2K1P2), Combination Cartridge/Filter: 60922, 60923 or 60926, 3M multipurpose type 
(ABEK2P3), Acid Gas (AG) 6002, Organic Vapor/Acid gas (OV/AG) 6003, Multigas (MG/V) 6006. 
ABEK Recommended Filter. 
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Thermal hazards 
No hazards to report. 
 
Environmental exposure controls 
Checked to ensure that they are in compliance with the guidelines of environmental protection 
legislations. In some cases, it will be necessary to perform fume abatement, add filters, or make 
technical modifications to process equipment to reduce the emission to acceptable levels. 
Preferably use pumping techniques to pour or discharge. Avoid subsurface penetration.  
Do not contaminate groundwater or surface water. In case of pollution of rivers, lakes or sewers, 
inform the relevant authorities in accordance with local laws. Do not allow the product to enter 
drains. 

9. PHISICAL AND CHEMICAL PROPERTIES 
 
9.1 Information on general physical and chemical properties 
 

Odor Pungent 
Olfactory threshold Not available 
Ph value  1,05 ± 0,5 (20°C; sol. 1%) 
CHANGE OF STATE 
Melting or freezing 
point/interval 

-73°C 
 

Initial boiling point/interval > 100° C 
 

Boiling range Not available 
Flash point 80° 
Evaporation rate Not available 
Flammability (solids, gases) > 218°C 
Auto-ignition temperature Not determined 
Decomposition temperature 55 °C 
Explosive properties Not determined 
Lower flammability limits Not determined 
Upper flammability limits Not determined 
Vapor pressure 2,99 hPa 
Density at 20 °C Not determined 
Relative density 1,05 ± 0,05 (20°C) 
Vapor density  >1 (air=1) 
Evaporation rate Not determined 
Solubility in/Miscibility with 
water 

Soluble in polar solvents 

Specific rotation Not determined 
Partition coefficient: n-
octanol/water 

-1,57 mm/Hg 

Viscosity 1,50 mm²/s 
Explosive properties Danger of explosion if mixed 

with combustible materials 
Oxidizing properties Strong ossidant (2001/59/EC) 

 
9.2 Other information 
SADT (Self Accelerated Decomposition Temperature) >65°C 
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10. STABILITY AND RESPONSIVENESS 
  
10.1 Responsiveness 
The product can react rapidly and violently when mixed with incompatible chemicals or heated. 
Do not mix directly with metal salts, accelerants, acids and alkalis especially if in concentrated 
form, reducing products and organic and flammable substances. 
 
10.2 Chemical stability 
Stable under the recommended storage conditions. Under the recommended Storage and 
Handling conditions, the Product is stable for at least six months from the date of manufacture. 
No decomposition is evident if the product is used and stored according to suggested 
specifications. Contact with incompatible substances may cause decomposition at or below the 
self-accelerated decomposition temperature. 
 
10.3 Possibility of dangerous reactions 
The product may decompose rapidly if mixed with incompatible chemicals or heated. Do not mix 
directly with metal salts, accelerants, acids and alkalis especially if in concentrated form, reducing 
products and organic and flammable substances. The product is stable under normal conditions 
of storage and use, no hazardous reactions occur. In case of decomposition, temperature rise and 
smoke emission are observed. Oxygen developed during decomposition may promote 
combustion of flammable substances in case of fire. Decomposition under the effect of heat. If 
attacked by fire, it will sustain combustion. In case of fire and/or explosion, do not breathe in the 
fumes. Oxygen that develops during decomposition may support combustion in case of fire. In 
case of fire or overheating, there will be an increase in the pressure of the container, which may 
cause it to burst. 
 
10.4 Conditions to be avoided 
The product may decompose rapidly if mixed with incompatible chemicals or heated. Store away 
from metallic salts, Metals, accelerants, acids and alkalis especially if in concentrated form, 
reducing products and organic and flammable substances. Store in a cool place away from heat 
sources or direct sunlight. Use only compatible materials listed on p. 7. 
 
10.5 Incompatible materials 
Can give rise to explosive reactions when in contact with Acetic Anhydride. Contact, especially if 
prolonged, with metals, metal ions, alkalis, reducing agents and organic substances (such as 
alcohols or terpenes) can initiate the process of self-accelerated decomposition. 
 
10.6 Hazardous decomposition products 
Hazardous decomposition products: oxygen, corrosive gases/vapors, acetic acid, formic acid, 
oxygen, carbon dioxide, carbon monoxide. Release of other hazardous decomposition products 
possible. Decomposition under the effect of heat. If attacked by fire, will sustain combustion. In 
case of fire and/or explosion, do not breathe the fumes. Oxygen that develops during 
decomposition may support combustion in case of fire. In case of fire or overheating, there will 
be an increase in the pressure of the container, which may cause it to burst. 

11. TOXICOLOGICAL INFORMATION 
 
11.1 Toxicological information regarding the mixture 
ATE (mix) oral = 3.333,3 mg/kg 
ATE (mix) dermal = 8.000,0 mg/kg 
ATE (mix) inhal = 45,8 mg/l/4 h 
 

a) acute toxicity: Harmful product: do not ingest, inhale or bring into contact with skin. 
b) skin corrosion/irritation: Corrosive product: causes severe skin burns and serious eye 

injury.  
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c) severe eye injury/irritation: Corrosive product: causes severe skin burns and severe eye 
injury. 

d) respiratory or skin sensitization: based on available data, the classification criteria are not 
met.  

e) germ cell mutagenicity: based on available data the classification criteria are not met.  
f) carcinogenicity: based on available data, the classification criteria are not met. 
g) reproductive toxicity: based on available data, the classification criteria are not met. 
h) specific target organ toxicity (STOT) single exposure: The product, if inhaled, causes 

respiratory tract irritation.  
i) specific target organ toxicity (STOT) repeated exposure: based on available data the 

classification criteria are not met.  
j) aspiration hazard: based on available data, the classification criteria are not met. 

 
Related to contained substances:  
HYDROGEN PEROXIDE: 

- Acute Toxicity - Oral LD50 - Lethal Dose Rat > 0694 mg/Kg bw (HP70%) - OECD TG401 
- Acute Toxicity - Inhalation CL50 - Lethal Dose Rat > 0.17 mg/l 4h (HP50%) - US EPA  
- Acute Toxicity - Dermal LD50 - Lethal Dose Rabbit > 6500 mg/Kg bw (HP70%) - OECD 

402  
- Irritation/Corrosion - Skin (Rat) Fort. Corrosive, Causes Burns, Irritant.  
- Irritation/Corrosion - Eyes (Rabbit) Corrosive, Causes Severe Injury, Extrem. Irritant  
- Sensitization Skin/Respiratory Non-sensitizing Skin  
- Repeated Dose Toxicity Oral - Rat 37 mg/Kg Rats Male - OECD TG 408  
- Mutagenesis (Ames test) Genotoxic.  
- Carcinogenesis Non-carcinogenic substance conf. MAK, IARC, ACGIH.  
- Reproductive toxicity Based on available data, the substance cannot be assumed to have 

reproductive toxic potential.  
- (STOT) - single exposure Inhalation At high concentrations of vapors/mists: Irritating to 

respiratory tract. 
- (STOT) - repeated exposure Inhalation: Upper respiratory tract irritant, Nose irritant, 

irritant.  
- Aspiration hazard: No data available.  

LOAEL = 0.0029 mg/l (Method: OCDE guideline 407, rat, Repeated)  
 
Acute potential health effects:  

- Inhalation: may emit gases, vapors that are very irritating to the respiratory system.  
- Ingestion: risk of burns to mouth, esophagus and stomach, By rapid release of oxygen, 

Risk of stomach dilation and hemorrhage with possibility of serious injury, Fatal risk.  
- Skin contact: causes severe burns. Corrosive to skin.  
- Eye contact: causes serious eye injury. Corrosive to the eyes.  
- Signs and symptoms of exposure: 
- Inhalation: irritation of the respiratory tract, coughing. Risk of pulmonary edema. 

Delayed effects possible.  
- Ingestion: stomach pain.  
- Skin contact: Skin contact effects may include: discoloration, erythema, edema, pain or 

irritation, redness, possible blistering.  
- Eye contact: Corrosive to the eyes. May cause irreversible damage to eyes.  
- Additional information: no data available LD50 Oral (rat) (mg/kg body weight) = 4060  

 
ACETIC ACID:  

- Acute Toxicity - Oral LD50 - Lethal Dose Rat > 3300 mg/Kg bw (Acetic Acid)  
- Acute Toxicity - Inhalation CL50 - Lethal Dose Rat > 16000 ppm 4h (Acetic Acid)  
- Acute Toxicity - Dermal LD50 - Lethal Dose Rabbit > 1900 mg/Kg bw (Acetic Acid)  
- Irritation/Corrosion - Skin (Rat) Corrosive, Causes Burns, Irritating  
- Irritation/Corrosion - Eyes (Rabbit) Corrosive, Causes Burns, Extremely Irritating  
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- Skin/Respiratory Sensitization Does not cause sensitization.  
- Repeated dose Oral Toxicity NOAEL of 290 mg/kg bw/d - Rats Male  
- Mutagenesis (Ames test) No adverse effect Observed (Negative).  
- Carcinogenesis Not Required as it is not Mutagenic.  
- Reproductive toxicity Not recognized as reprotoxic.  
- (STOT) - single exposure Not Required. 
- (STOT) - repeated exposure Not Required Hazard if Aspired No data available. 

 
Acute potential health effects: 

- Inhalation: irritant to the respiratory tract. This product causes tearing of mucous 
membrane tissue and upper respiratory tract. 

- Ingestion: may cause burning in mouth, throat and stomach. Skin contact: Severely 
corrosive to the skin.  

- Eye contact: causes severe burns Signs and symptoms of exposure: Inhalation: Inhalation 
of vapor or aerosol may cause respiratory tract irritation, respiratory tract inflammation 
and pulmonary edema.  

- Ingestion: ingestion can cause bleeding of the mucous membranes of the mouth, 
esophagus and stomach.  

- Skin contact: causes chemical burns. As the duration of contact increases, local redness 
or severe irritation (whitish patches) to blistering (pitting) may occur. Eye contact: Strong 
irritating effect to corrosive effect. 

- Additional information: no data available 
- LD50 Oral (rat) (mg/kg body weight) = 3310 LD50 Dermal (rat or rabbit) (mg/kg body 

weight) = 1112 CL50 Inhalation (rat) vapor/dust/aerosol/smoke (mg/1/4h) or gas (ppmV/4h) 
= 11.4  

 
PERACETIC ACID:  

- Acute Toxicity - Oral LD50 - Lethal Dose Rat > 1000 mg/Kg bw (PAA 15%) - OECD Guid. 
401  

- Acute Toxicity - Inhalation LD50 - Lethal Dose Rat > 0500 mg/m3 4h (PAA 15%) - EPA OPP 
81-3  

- Acute Toxicity - Dermal LD50 - Lethal Dose Rabbit > 1900 mg/Kg bw (PAA 12%) - EPA 
OPP 81-2 

- Irritation/Corrosion - Skin (rabbit) Corrosive, causes burns. 
- Irritant Irritation/Corrosion - Eyes (rabbit) Corrosive, causes burns, extremely irritating  
- Skin/Respiratory Sensitization: does not cause sensitization.  
- Repeated dose Toxicity Subchronic - Rat NOAEL: 23.4 mg/Kg bw/day  
- Mutagenesis (Ames test) No adverse effect Observed (Negative). 
- Carcinogenesis: not Required as not Mutagenic 
- Reproductive toxicity: not recognized as reprotoxic  
- (STOT) - single exposure STOT SE 3, H335. C ≥ 1%  
- (STOT) - repeated exposure: no data available  
- Aspiration hazard: no data available 

 
Acute potential health effects: 

- Inhalation: irritant to the respiratory tract. This product causes tissue lacerations of the 
mucous membranes and upper respiratory tract.  

- Ingestion: harmful if swallowed. May cause burning in mouth, throat and stomach. 
- Skin contact: severely corrosive to skin, Harmful in contact with skin. 
- Eye contact: causes severe burns. 

 
11.2 Endocrine-disrupting properties 
Does not contain an endocrine disruptor (ED) at a concentration of ≥ 0.1%. 
 
 



 
 

 11 

12. ECOLOGICAL INFORMATION 
 
12.1 Toxicity 
The product is dangerous to the environment because it is very toxic to aquatic organisms 
following acute exposure. Use according to good working practices and avoid dispersing the 
product in the environment.  
 
Related to contained substances:  
HYDROGEN PEROXIDE:  
Acute toxicity CE50 Static test Activated sludge (Bacteria) 466 mg/l - 30 min (HP100%)  
NOEC Static test Skeletonema costatum (Algae) 0.63 mg/l - 72 h (HP100%)  
NOEC Continuous flow test Daphnia magna (Crustacean) 0.63 mg/l - 21 d (HP100%)  
Acute toxicity LC50 fish (Pimephales promelas) 16.4 mg/l - 96 h (HP100%) 
ACETIC ACID:  
Acute toxicity EC50 bacteria (Anabaena flos-aquae 72 h) 55.22 mg/l  
Acute toxicity EC50 algae (Sceletonema costatum 72h) > 0300 mg/l  
Acute toxicity EC50 crustaceans (daphnia magna 48h) > 0300 mg/l  
Acute toxicity LC50 fish (Oncorhynchus mykiss 96h) > 0300 mg/l  
PERACETIC ACID:  
Acute toxicity EC100 bacteria (streptococcus fec. 60m) 50 mg/l  
Acute toxicity EC50 algae (Selenastrum capric. 72h) 0.16 mg/l (PAA 5%)  
Acute toxicity EC50 crustaceans (Daphnia magna 48h) 0.73 mg/l (PAA 5%)  
Acute toxicity LC50 fish (Oncorhynchus mykiss 96h) 0.53 mg/l C(E)L50 (mg/l) = 3.3 
 
12.2 Persistence and degradability 
Related to contained substances: 
HYDROGEN PEROXIDE: Readily Biodegradable (28 Days - OECD TG 301 E) 
ACETIC ACID: Readily Biodegradable (30 Days - OECD TG 301 E) 
PERACTIC ACID: Readily Biodegradable (28 Days - OECD TG 301 E) 
 
12.3 Bioaccumulation potential 
Related to contained substances: 
HYDROGEN PEROXIDE: Not bioaccumulative - log Pow= -1.57 
ACETIC ACID: Not bioaccumulative - log Pow= < 1 (- 0.17)  
PERACTIC ACID: Not bioaccumulative - log Pow= < 1 (- 0.26) 
 
12.4 Mobility in soil 
PEROXIDE HYDROGEN: Soil Decomposes - Half-life 12h  
ACETIC ACID: Soil Decomposes - half-life 5 Days 
PERACTIC ACID: Soil Decomposes - Half-life DT50 03 Min 
 
12.5 Results of PBT and vPvB assessment vPvB substances 
The substance/mixture does NOT contain PBT/vPvB substances according to Regulation (EC) 
1907/2006, Annex XIII. 
 
12.6 Other adverse effects 
No adverse effects found Regulation (EC) No. 2006/907 - 2004/648 Oxygen-based bleaching 
agents. 

13. DISPOSAL CONSIDERATIONS 
 
13.1 Waste treatment methods 
Do not reuse empty containers. Dispose of them in accordance with current regulations. Any 
product residues should be disposed of according to current regulations by contacting 
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authorized companies. Recover if possible. Operate according to current local or national 
regulations. 

14. TRANSPORTATION INFORMATION 
 
14.1 UN Number 
UN3109 ORGANIC PEROXIDE TYPE F, LIQUID (Peroxyacetic acid, Type F, Stabilized, C<= 43%) 
Possible ADR exemption if the following characteristics are met: Combined packaging: inner 
packaging 125 ml parcel 30 kg Inner packaging arranged in trays with shrink or stretch film: inner 
packaging 125 ml parcel 20 kg. 
 
14.2 UN proper shipping name 
UN3109 ORGANIC PEROXIDE TYPE F, LIQUID (Peroxyacetic Acid, Type F, Stabilized, C<= 43%) 
 
14.3 Transport hazard class(es) 
Class: 5.2  
Label: 5.2(8)  
Tunnel restriction code: D  
Limited quantities: 125 ml EmS: F-J, S-R 
Stowage and Segregation - IMDG: Category D.  
Segregated from "acids and alkalis." Protected from heat sources. 
 
14.4 Packing group 
N.A. 
 
14.5 Environmental hazards Marine pollutant 
Environmentally hazardous product. 
 
14.6 Special precautions for users 
Transportation must be carried out by vehicles authorized to transport dangerous goods in 
accordance with the requirements of the current edition of the A.D.R. Agreement and applicable 
national regulations. Transport must be carried out in the original packaging and, in any case, in 
packaging that is made of materials that are impervious to the contents and not likely to generate 
dangerous reactions with them. Persons in charge of loading and unloading the dangerous 
goods must have received appropriate training on the hazards presented by the preparation and 
any procedures to be adopted in the event of an emergency situation. 
 
14.7 Transport of bulk according to MARPOL Annex II and the IBC Code 
The supplier did not conduct a chemical safety assessment.  

15. REGULATORY INFORMATION 
 
15.1 Health, safety and environmental regulations and legislation specific to the substance or 
mixture 
Legislative Decree 3/2/1997 No. 52 (Classification, packaging and labeling of dangerous 
substances) 
Legislative Decree 14/3/2003 No. 65 (Classification, packaging and labeling of dangerous 
preparations) 
D.M. Labor 26/02/2004 (Occupational exposure limits) 
Ministerial Decree 03/04/2007 (Implementation of Directive No. 2006/8/EC) 
Regulation (EC) No. 1907/2006 (REACH) 
Regulation (EC) No. 1272/2008 (CLP) 
Regulation (EC) No 790/2009 (ATP 1 CLP) 
Regulation (EU) No 453/2010 (Annex I) 
Regulation (EU) No 286/2011 (ATP 2 CLP) 
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Restrictions on the product or substances contained under Annex XVII of the 
Regulation (EC) 1907/2006 (REACH) and subsequent adaptations: None 
Where applicable, please refer to the following regulations: 
Ministerial Circulars 46 and 61 (Aromatic Amines). 
Legislative Decree No. 238 of September 21, 2005 (Seveso Ter Directive). 
EC Regulation No. 648/2004 (Detergents). 
Royal Decree January 9, 1927, no. 147 (Toxic Gases) 
D.L. 3/4/2006 n. 152 Environmental regulations. 
 
15.2 Chemical safety assessment 
No. 

16. OTHER INFORMATION 
 
This document has been prepared by a technician who is competent in SDS and has received 
appropriate training according to current regulations Reg. CE 830/2015. 
 
Main bibliographic sources: 
ECDIN - Environmental Chemicals Data and Information Network - Joint Research Centre, 
Commission of the European Communities 
SAX's DANGEROUS PROPERTIES OF INDUSTRIAL MATERIALS - Eight Edition -Van Nostrand 
Reinold 
CCNL - Annex 1 
National Institute of Health - National Inventory of Chemical Substances. 
  
The information contained herein is based on our knowledge as of the date above. 
It refers only to the product indicated and does not constitute a guarantee of any particular 
quality. The user is responsible for ensuring the suitability and completeness of this information 
in relation to the specific use to be made of it. 
 
This sheet cancels and supersedes any previous edition. 
 
LEGEND SYMBOLS: 
ADR: European Agreement concerning the International Carriage of Dangerous Goods by Road. 
CAS: Service of the Chemical Abstract (division of the American Chemical Society). 
CLP: Classification, Labeling, Packaging. 
DNEL: Derived no-effect level. 
EINECS: European inventory of existing chemicals on the market. 
GefStoffVO: Ordinance on hazardous substances, Germany. 
GHS: General harmonized system of classification and labeling of chemicals. 
IATA: International Air Transport Association. 
IATA-DGR: Regulations for the Transport of Dangerous Goods of the "International Air Transport 
Association"(IATA). 
ICAO: International Civil Aviation Organization. 
ICAO-TI: Technical Instructions of the "International Civil Aviation Organization"(ICAO). 
IMDG: International Maritime Dangerous Goods Code. 
INCI: International nomenclature of cosmetic ingredients. 
KSt: Coefficient of explosion. 
LC50: Lethal concentration for 50 percent of the population tested. 
LD50: Lethal dose for 50 percent of the population tested. 
N.A.: Not Available  
PNEC: Predicted no-effect concentration. 
RID: Regulations concerning the international transport of dangerous goods by rail. 
STE: Short-term exposure. 
STEL: Short-term exposure limit. 
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STOT: Specific target organ toxicity. 
TLV: Threshold limit value. 
TWATLV: Threshold limit value for an 8-hour weighted average exposure per day. (ACGIH 
standard). 
WGK: German water hazard class. 
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